MicroBox- 2 uizcomeac

HIGHLIGHTS

¢ Industrial grade PC

e Cool running (fan-less system)
e Low power and compact design
e Zero moving parts

e All Aluminum Cabinet

General Specs: Input/Outputs:

e ULV Celeron-M (1.5 GHz) Industrial Grade ® 6 serial COM (one with 5/12 V selection,
sub-compact board. one for internal use).

e 512MB DDR SoDIM RAM ® 4 USB 2.0 (one for internal use).
(upgrade up to 1GB). ® Ethernet: 10/100 (Intel 82562).

* 4GB Solid-state Disk thru Industrial CF ® VVGA output (2d. independent display).
(other capacities available). e Customer Pole Display Output.

e Mini-PCI for Wi-Fi or other options. e Audio: AC97 + 5.1 surround

e ATX Power-function. (AUX connector config.)

e PS/2

Physical parameters: Options:

e Power input: 12 VDC, 1.8A Max. e 2.5” HDD (Laptop type)

e Power consumption: 17 W Typ. e Compact Flash Disks (CFs) of

e Dimensions (mm): (205 x 170 x 65). various capacities

e Operating temp: 0-50 Deg.
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Argentina (R&D, sales Latin America):
Germany (Assembly and Distr. Europe):




